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The best return on Investment since 1972.

MOBILE WORKSHOP CRIMPERS
QUICK CHANGE FIXED DIES

• Grease free
• Fast change
• Colour coded.

M
OBILE W

ORKSHOP CRIM
PERS - QUICK CHANGE FIXED DIES

Technical data

UA 4

 Crimp force (kN/Ton) 1350 / 135

No grease: 20% less friction ✓

SAE R12 / 4SP* 1 Piece 1 1/4”

SAE R15 / 4SH* 2 Piece 1”

SAE R15 / 4SP* 2 Piece 1 1/4”

Industrial 1 1/2”

90° Elbows 1 1/4”

Max. crimp range 65mm

Opening 15mm

Opening without dies 73mm

Master dies length 70mm

Type of dies PB 280

Drive 0,75 kW 1 VAC

Oil 5 L

L x W x H (mm) 380 x 390 x 500

Weight of tool 65kg

Weight of power unit 25kg

Package
QDS 280 B

Ø Types of die

280
Ø mm mm

6,8 70
9 70

12 70
14 70
17 70
20 70
24 70
25 70
28 70
32 70
36 70
40 70
44 70
47 70
50 70
54 70
57 70

* According to the fitting.

UA4

HOSE HOLDER
Hose and dies move simultaneously.
No manual movement necessary.

Optional Extras
(See page 463)


