
Female NPT Threads

Dimensions in. (mm), 

L F E

Ordering
Number

Px-JIC
Size, in.

P-NPT
Size, in.

Female JIC 

0. 3 (15.9)6

0. 4 (23.8)9

0. 4 (23.8)9

1. 3 (28.6)1

1. 31  (28.6)

1. 31  (28.6)

1. 7 (34.9)3

1. 73  (34.9)

1. 73  (34.9)

0 17 (4.3).

0 17 (4.3).

0 30 (7.5).

0 17 (4.3).

0 30.  (7.5)

0 39 (9.9).

0 30.  (7.5)

0 39.  (9.9)

0. 8 (12.3)4

 SS-HPG-FNS2-JF4

         SS-HPG-FNS4- 4JF

 SS-HPG-FNS4- 6JF

         SS-HPG-FNS6- 4JF

         SS-HPG-FNS6- 6JF

         SS-HPG-FNS6- 8JF

 SS-HPG-FNS8- 6JF

           SS-HPG-FNS8- 8JF

           SS-HPG-FNS8- 10JF

1.12 (28.4)

1.33 (33.7)

1. 6 (34.5)3

1.33 (33.7)

1. 6 (34.5)3

1. 4 (36.5)4

1. 6 (39.7)5

1. 4 (41.7)6

1. 4 (44.1)7

1/4

1/4

3/8

1/4

3/8

1/2

1/2

3/8

5/8

1/4

3/8

3/8

1/8

1/4

3/8

1 2/

1 2/

1 2/

15000 1034( )

15000 1034( )

15000 1034( )

15000 1034( )

15000 1034( )

15000 1034( )

15000 1034( )

15000 1034( )

15000 1034( )

L

3
7
°

F - Hex
PxP

E

Female JIC 

Dimensions in. (mm), 

L F E

Ordering
Number

Px-JIC
Size, in.

P-JIC
Size, in.

0. 6 (14.3)5

0. 9 (17.5)6

0. 96  (17.5)

0. 7 (22.2)8

0. 78  (22.2)

1. 0 (25.4)0

1. 00  (25.4)

1. 7 (34.8)3

1. 5 (31.8)2

1. 0 (38.1)5

1. 05  (38.1)

0 17 (4.3).

0 17.  (4.3)

0 30 (7.5).

0 30.  (7.5)

0 39 (9.9).

0 39.  (9.9)

0. 8 (12.3)4

0. 84  (12.3)

0. 1 (15.5)6

0. 16  (15.5)

0. 4 (21.4)8

 SS-HPG- 4JF

         SS-HPG- 6- 4JF JF

 SS-HPG- 6JF

         SS-HPG- 8- 6JF JF

         SS-HPG- 8JF

         SS-HPG- 10- 8JF JF

 SS-HPG- 10JF

           SS-HPG- 12- 10JF JF

           SS-HPG- 12JF

           SS-HPG- 16- 12JF JF

           SS-HPG- 16JF

1.24 (31.5)

1.27 (32.3)

1.33 (33.8)

1.39 (35.4)

1. 8 (37.6)4

1. 7 (40.0)5

1. 8 (42.6)6

1. 4 (44.1)7

1. 0 (45.8)8

1. 9 (48.1)8

1. 7 (50.1)9

3/8

21/

21/

21/

21/

5/8

5/8

3/4

1/4

3/8

3/4

1

1

1/4

1/4

3/8

3/8

5/8

5/8

3/4

3/4

1

20000 (1379)

20000 1379( )

20000 1379( )

20000 1379( )

20000 1379( )

20000 1379( )

20000 1379( )

15000 1034( )

15000 1034( )

15000 1034( )

15000 1034( )

Zero-Clearance Unions
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Female NPT Threads

Dimensions in. (mm), 

A B C

Ordering
Number

P-NPT
Size, in.

E

 SS-HPZ-FNS2

 SS-HPZ-FNS4

 SS-HPZ-FNS6

 SS-HPZ-FNS8

   SS-HPZ-FNS12

1.06 (27.0)

1. 0 (38.1)5

1. 5 (44.5)7

2. 0 (50.8)0

2. 5 (57.2)2

1. 5 (44.5)7

2. 0 (50.8)0

2. 5 (57.2)2

2. 0 (63.5)5

2. 5 (69.9)7

0. 2 (15.8)6

0. 4 (23.8)9

1. 2 (28.5)1

1. 7 (34.9)3

1. 0 (38.1)5

0.31 (8.0)

0. 1 (10.4)4

0. 4 (13.8)5

0. 7 (17.0)6

0. 8 (22.3)8

15000 (1034)

15000 1034( )

15000 1034( )

15000 1034( )

10000 690( )

1/8

1 4/

3 8/

3/4

1 2/

Hex Couplings

L

3
7
°

F - Hex
PxP

E

Hex Couplings

   ① Working temperature range with Fluorocarbon FKM O-rings: 0°F to 400°F (-17.8°C to 204°C), other materials of O-rings available.

Working Pressure
psig (bar)

Working Pressure
psig (bar)

Working Pressure
psig (bar)

Adapters

Female NPT Threads

Dimensions in. (mm), 
Px NPT-

, in.Size
Ordering
Number

P NPT-
, in.Size

Bx

L

B

F - Hex

Px

P

E

15000 1034( )

15000 1034( )

10000 (690)

15000 1034( )

15000 1034( )

15000 1034( )

15000 1034( )

15000 1034( )

15000 1034( )

10000 (690)

10000 (690)

10000 (690)

10000 (690)

10000 (690)

10000 (690)

10000 (690)

10000 (690)

10000 (690)

10000 (690)

10000 69( 0)

15000 1034( )

15000 1034( )

15000 1034( )

15000 1034( )

15000 1034( )

15000 1034( )

10000 (690)

1. 3 (28.8)1

1. 4 (29.0)1

1.08 (27.4)

1. 80  (27.4)

1. 73  (34.9)

1. 8 (40.1)5

1. 4 (34.1)3

1.  (41.1)62

1. 1 (41.0)6

1. 16  (41.0)

1. 74  (37.3)

1. 98  (48.0)

2. 8 (52.8)0

2. 8 (52.9)0

0.96 (24.5)

1. 5 (31.8)2

1. 7 (34.9)3

1. 24  (36.0)

1. 24  (36.0)

1. 2 (43.1)7

1. 27  (43.1)

1. 98  (48.0)

1. 98  (48.1)

1. 98  (48.1)

2. 01  (53.3)

2. 01  (53.3)

2. 9 (58.1)2

0. 36  (15.9)

0. 9 (17.5)6

0. 78  (22.2)

1. 6 (27.0)0

0. 49  (23.8)

0. 49  (23.8)

1. 60  (27.0)

1. 7 (34.9)3

1. 31  (28.6)

1.06 (27.0)

1. 73  (34.9)

1.19 (30.2)

1. 73  (34.9)

1. 05  (38.1)

0. 36  (15.9)

0. 49  (23.8)

0. 49  (23.8)

1. 31  (28.6)

1. 31  (28.6)

1. 73  (34.9)

1. 73  (34.9)

1. 73  (34.9)

1. 0 (38.1)5

1. 05  (38.1)

1. 57  (44.5)

1. 57  (44.5)

1. 57  (44.5)

0. 14  (10.4)

0. 14  (10.4)

0. 14  (10.4)

0. 14  (10.4)

0. 95  (15.0)

0. 95  (15.0)

0. 95  (15.0)

0. 95  (15.0)

0. 95  (15.0)

0. 95  (15.0)

0. 95  (15.0)

0. 87  (19.8)

0. 87  (19.8)

0. 18  (20.6)

0. 1 (10.4)4

0. 95  (15.0)

0. 95  (15.0)

0. 95  (15.0)

0. 95  (15.0)

0. 8 (19.8)7

0. 87  (19.8)

0. 87  (19.8)

0. 18  (20.6)

0. 18  (20.6)

1. 0 (25.4)0

1. 00  (25.4)

1. 00  (25.4)

0. 6 (14.2)5

0. 65  (14.2)

0. 57  (19.1)

0. 57  (19.1)

0. 65  (14.2)

0. 57  (19.1)

0. 57  (19.1)

0. 4 (23.9)9

0. 57  (19.1)

0. 57  (19.1)

0. 49  (23.9)

0. 57  (19.1)

0. 49  (23.9)

0. 49  (23.9)

0 38.  (9.7)

0 38.  (9.7)

0. 65  (14.2)

0. 65  (14.2)

0. 65  (14.2)

0. 65  (14.2)

0. 65  (14.2)

0. 57  (19.1)

0. 57  (19.1)

0. 57  (19.1)

0. 57  (19.1)

0. 57  (19.1)

0. 49  (23.9)

0 25 (6.4).

0 31.  (7.9)

0 31 (8.0).

0 31.  (8.0)

0 31.  (7.9)

0 38.  (9.6)

0. 1 (10.4)4

0. 14  (10.4)

0 38.  (9.6)

0. 45  (13.8)

0. 45  (13.8)

0. 8 (14.8)5

0. 76  (17.0)

0. 9 (20.0)7

0 19.  (4.8)

0 19.  (4.8)

0 25.  (6.4)

0 25.  (6.4)

0 31.  (7.9)

0 25.  (6.4)

0 31.  (7.9)

0 38.  (9.6)

0 47.  (11.9)

0. 85  (14.8)

0 47.  (11.9)

0. 85  (14.8)

0. 97  (20.0)

       SS-HPA NS2 NS4-F -

       SS-HPA NS2 NS6-F -

       SS-HPA NS2 NS8-F -

         SS-HPA NS2 NS12-F -

       SS-HPA NS4 NS6-F -

       SS-HPA NS4 NS8-F -

         SS-HPA NS4 NS12-F -

         SS-HPA NS4 NS16-F -

       SS-HPA NS6 NS8-F -

         SS-HPA NS6 NS12-F -

         SS-HPA NS6 NS16-F -

         SS-HPA NS8 NS12-F -

         SS-HPA NS8 NS16-F -

           SS-HPA NS12 NS16-F -

       SS-HPA NS4 NS2-F -

SS HPA NS4- -F -NS4

       SS-HPA NS6 NS4-F -

SS HPA NS6- -F -NS6

       SS-HPA NS8 NS4-F -

       SS-HPA NS8 NS6-F -

SS HPA NS8- -F -NS8

         SS-HPA NS12 NS8-F -

 SS-HPA NS12-F -NS12

  SS-HPA NS16 NS8-F -

    SS-HPA NS16 NS12-F -

 SS-HPA NS16-F -NS16

SS-HPA NS2-F -NS2
1 8/

1 8/

1 8/

1 8/

1 4/

1 4/

1 4/

1 4/

3 8/

3 8/

3 8/

3/4

1/8

1 4/

1 4/

3 8/

3 8/

3/4

3/4

1

1

1

1 2/

1 2/

1 2/

1 2/

1 2/

1 4/

3 8/

3/4

3/8

3/4

1

3/4

1

3/4

1

1

1/8

1/8

1/4

1/4

3/8

1/4

3/8

3/4

1

3/4

1 2/

1 2/

1 2/

1 2/

1 2/

1 2/

Male NPT Threads  

L F B EBx

Working Pressure
psig (bar)

PMH Series Pipe Fittings  A-46A-45  PMH Series Pipe Fittings
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