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MULTI SPIRAL

EFG6K - MegaTuff® 

Applications
Extremely high-pressure, high-impulse applications such 
as hydrostatic transmissions. EFG6K is designed to meet 
or exceed all requirements of SAE 100R15 specifications. 
Compatible with biodegradable hydraulic fluids like 
polyolester, polyglycol and vegetable oil as well as standard 
petroleum-based fluids. 

Features
• Isobaric hose, 6,000 psi working pressure
• Extra abrasion resistance

Temperature Range
-40°C to +121°C.

mm bar psi bar psi mminch DN

6EFG6K-MTF 3/8 6 20.3 414 6,000 1655 24,000 64

8EFG6K-MTF 1/2 8 24.1 414 6,000 1655 24,000 89

10EFG6K-MTF 5/8 10 27.7 414 6,000 1655 24,000 102

12EFG6K-MTF 3/4 19 31.5 414 6,000 1655 24,000 119

16EFG6K-MTF 1 25 38.9 414 6,000 1655 24,000 152

20EFG6K-MTF 1 1/4 31 50.0 414 6,000 1655 24,000 208

24EFG6K-MTF 1 1/2 36 57.4 414 6,000 1655 24,000 254

32EFG6K-MTF 2 51 71.1 414 6,000 1655 24,000 635

#

G8K 

Applications
Ultra high-pressure, high-impulse applications such as 
hydrostatic transmissions, for use in the construction, 
agriculture, forestry,underground or open pit mining, or 
other industries on applications where extremely high 
pressure capability is required. G8K hose and couplings 
offer industry-leading bend radius capability, which leads to 
ease of routing and installation, longer hose life in flexing 
applications, and fewer bent tube fitting requirements.

Features
• Ultra-High Pressure Hose

Temperature Range
-40°C to +121°C.

mm bar psi bar psi mminch DN

12G8K 3/4 19 34.5 552 8,000 2206 32,000 241

16G8K 1 25 42.2 552 8,000 2206 32,000 305

#

EFG6K 

Applications
EFG6K is designed to meet or exceed all requirements of 
SAE 100R15 specifications.

Features
• Extremely flexible
• Superior flex impulse performance: tested to 1,000,000

impulse cycles at 50% of SAE 100R15 bend radii

Temperature Range
-40°C to +121°C.

mm bar psi bar psi mminch DN

6EFG6K 3/8 6 20.3 414 6,000 1655 24,000 64

8EFG6K 1/2 8 24.1 414 6,000 1655 24,000 89

10EFG6K 5/8 10 27.7 414 6,000 1655 24,000 102

12EFG6K 3/4 19 31.5 414 6,000 1655 24,000 119

16EFG6K 1 25 38.9 414 6,000 1655 24,000 152

20EFG6K 1 1/4 31 50.0 414 6,000 1655 24,000 208

20EFG6K 1 1/4 38 50.0 414 6,000 1655 24,000 254

24EFG6K 1 1/2 51 57.4 414 6,000 1655 24,000 635

32EFG6K 2 51 71.1 414 6,000 1655 24,000 635

#




